
 

Please see Snails Pace Feb 2015 for some additional detail or contact Richard Hollis (Technical 

Director) r.hollis@wollaston-school.net   

- The Technical Committee are asking the scrutineer to seal all engines at the start of the first 

round. Please ensure you have your drilled bolt fitted below the manifold. See 7.2 

Illustration F in the regulations. 

 

- Please ensure the number of your cam is clearly visible on the engine block. This number 

may be logged by the technical committee at each race. 

 

- The technical committee may want to look down the inside of your rear axle tube for 

evidence of a torsion bar, so if you have blanked this in some other way then the standard 

Citroen cap please ensure that it can be removed to facilitate such an inspection. 

 

- Technical Inspections – To make you all aware, the Technical Committee are intending to 

inspect the fastest 3 cars of each qualifying session at each round. In addition, the Technical 

Committee are intending to inspect any two cars drawn from a hat at random and the cars 

which take the fastest laps in the races. The Technical Committee has put together a rota to 

ensure at least three members of the committee are available to inspect the cars at each 

round under rule 7.3.3 in the regulations. These inspections are not a replacement for the 

inspections made by the Eligibility Scrutineer. 

 

- Paul Robertson has the club scales and will be taking them to each round for the members 

to use. Please ask him directly at the races and we thank him for this. Furthermore, Hollis 

Motorsport carry the club tracking gauges and these are available for members to use also 

at each round. 

 

- Logbooks will again be issues at the first round. Please place this in a transparent plastic 

wallet or folder, taped to the inside of the passenger door. 

 

- After discussion, the Technical Committee will not report the following modifications to the 

Eligibility Scrutineer. Double-jointed steering columns, quick release steering wheels, non-

standard alternator tensioner arms, moving of the washer jet position, removal of the plastic 

spacer in the rear light unit, moving of the rear view mirror. These modifications (which have 

been historically common) will form the basis of some of the technical proposals for 2016 

season to be voted on at the AGM.  

 

- Technical committee asks members to ensure their fuel and brake lines and any shock 

absorber reservoirs are outside of the bodyshell as per the regulations. 
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